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SMD 2.45GHz Dielectric Balun Filter

CHARACTERISTIC CURVE:

ADBLF21-2450.00-A-T
2.0 x 1.25 x 1.0mm

 
 

Parameters Minimum Typical Maximum Units Notes 
Center Frequency (f0)  2,450.00  MHz  
Passband width 2,400.00 ----- 2,500.00 MHz  

Insertion Loss (2,400 ~ 2,500MHz) 
----- ----- 3.5 dB at +25 ±5˚C 
----- ----- 3.8 dB -40 ~ +85˚C 

V.S.W.R  ----- ----- 2.0  2,400 ~ 2,500MHz 

 
48 ----- ----- 

 
880 ~960 MHz 

25 ----- ----- 1,710 ~1,990 MHz 
35 ----- ----- 4,800 ~5,000 MHz 

Unbalance Port Impedance ----- 50 ----- Ω  

Balance Port Impedance Conjugate match to CSR Bluetooth 
BC3/BC4 chip   

Operation Temperature Range -40 ----- +85 °C  
Storage Temperature Range -40 ----- +85 °C  
Phase Difference 170 180 190 °  

• Low insertion loss
• High attenuation
• Phase difference 180±10°
• Amplitude difference 1dB max

*C = Pb in ceramic (exempt per 
RoHS 2002/95/EC Annex (7))

• WLAN
• Bluetooth
• WiFi
• LNA
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OUTLINE DRAWING:

 

 

REFLOW  PROFILE:

TAPE & REEL: 4,000pcs/reel

 
Dimensions: mm 

 ATTENTION: Abracon Corporation’s products are COTS – Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive Applica-
tions.  Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application requiring high reliability where 
component failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environment, written consent and 
authorization from Abracon Corporation is required. Please contact Abracon Corporation for more information.

 
Dimensions: mm 

SMD 2.45GHz Dielectric Balun Filter

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

*C = Pb in ceramic (exempt per 
RoHS 2002/95/EC Annex (7))




