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APT-106

STANDARD SPECIFICATIONS:

OUTLINE DRAWING:

12.8 x 6.9 x 0.85mm RoHS
Compliant

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 
30332 Esperanza, Rancho Santa Margarita, California 92688
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10/100 BASE-T SINGLE PORT TRANSFORMER 

Abracon P/N: APT-106
Operating Temperature: -40°C ~ +85°C
Turn Ration (±2%): 1CT : 1CT
Insertion Loss :
Return Loss :

Cross Talk :

DCMR :

Hi-pot Test: 1500Vrms/0.5mA/60 seconds or 1650Vrms/0.5mA/2 seconds

SCHEMATIC:

PARAMETERS

Dimensions: mm; Unless otherwise specified, all tolerances are ±0.25 

-1.1dB max. ( 0.1 ~ 100MHz )
-20dB typ. ( 30MHz )
-14dB typ. ( 60MHz )
-11.5dB typ. ( 80MHz )
-45dB min. ( 30MHz )
-40dB min. ( 60MHz )
-27dB min. ( 100MHz )
-42dB min. (30MHz)
-37dB min. (50MHz)
-33dB min. (100MHz)

DCR: 1.5 Ω max.
OCL: 350µH min. (100kHz/0.1V@8mA)
LL: 0.4µH  max. (100kHz/0.1V)
Cw/w: 25pF max. (100kHz/0.1V)
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