10/100 BASE-T POE SINGLE PORT

TAP-UP RI-45 JACK MAGNETICS WITH LED

ARJ-1320-47F

RoHS

Compliant

4 STANDARD SPECIFICATIONS:

PARAMETERS

Abracon P/N:

ARJ-1320-47F

Operating Temperature: -40°C ~ +85°C
Storage Temperature: -40°C ~ +85°C
Turn Ration (£2%): 1CT: 1CT
OCL (100kHz/0.1V@8mA): 350uH min.

Insertion Loss(dB MAX):

- 1.5dB (1-100MHz)

Return Loss(dB MIN):

- 16dB (1-30MHz), -10dB (60-80MHz)

Cross talk(dB MIN):

- 30dB (1-100MHz)

DCR:(P1-P3,P4-P5): 1.4Q MAX
DCR:(J1-J2,J3-J6): 1.2Q MAX
HI-POT : 2000vVDC / 0.5mA / 2Sec
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Dimensions mm; Unless otherwise specified, all tolerances are £0.25

ABRACON IS
1ISO 9001 / QS 9000
CERTIFIED

ABRACON Visit www.abracon.com for Terms & Conditions of sale Revised: 11.06.09
30332 Esperanza, Rancho Santa Margarita, California 92688

CORPORATION el 949-546-8000 | fax 949-546-8001 | www.abracon.com







