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HIGH CURRENT WIRE WOUND INDUCTORS (CERAMIC BASE)

1.8 x 1.12 x 1.02mm

FEATURES: APPLICATIONS:
• Wire wound Ceramic Construction Provides High
  SRFs and Exceptional Q Values
• Outstanding Endurance from Pull-up Force,
  Mechanical Shock and Pressure
• Tighter Tolerance of ±2%, High rated current
• Working Temperature Range : -40 °C ~ 125 °C

  

ELECTRICAL SPECIFICATIONS:

• Widely applied in the VCO, RF module, remote controller and security system
• Cellular Phone (CDMA/GSM/PHS), Wireless PDA,
• Base Station, Repeater, GPS Receiver
• CATV Filter, Tuner, Set Top Box, Cable Modem/ XDSL Tuner
• USB 2.0, IEEE 1394

Pb RoHS
Compliant

SRF RDC IDC

xaMxaMniMecnareloT
(±%) (GHz) ((  ΩΩ ))  (mA)

kcalB004230.05.2101,5
nworB0032840.09.501,5

deR0022450.09.501,5
egnarO0012450.08.501,5

wolleY0012950.07.301,5
etihW000260.07.301,5
neerG0002170.07.301,5,2

eulB0002570.0301,5,2
teloiV009180.08.201,5,2

yarG0091990.08.201,5,2
etihW0081990.04.201,5,2
kcalB0081501.04.201,5,2

Test Equipment
1. For SMT inductor, the inductance value(L) is measured by using HP4291B impedance analyzer
2. RDC measured by using Micro-ohm meter (GOM-801G)
3. For SMT inductor , the quality factor (Q) is measured by using HP4291B impedance analyzer 
4. For SMT inductor ,SRF is measured by using HP8753 network analyzer

OPTIONS AND PART IDENTIFICATION

AISC-0603HC-22N
AISC-0603HC-24N

AISC-0603HC-10N
AISC-0603HC-12N
AISC-0603HC-15N
AISC-0603HC-18N

AISC-0603HC-3N9
AISC-0603HC-6N8
AISC-0603HC-7N5
AISC-0603HC-8N2

24
24

Part Number

AISC-0603HC-1N6
AISC-0603HC-3N6

1.6 @ 250 MHz
3.6 @ 250 MHz

25
35
38
38

38
38
40
42

15 @ 250 MHz

42

18 @ 250 MHz

Color
Code

7.5 @ 250 MHz

12 @ 250 MHz
38

Inductance (L)
@Test Freq. 

(nH)
Q, Min

3.9 @ 250 MHz

8.2 @ 250 MHz

6.8 @ 250 MHz

22 @ 250 MHz
24 @ 250 MHz

10 @ 250 MHz

G ±2% Blank Tin-Ni T Tape & Reel
J ±5% Z Au-Ni
K ±10%

Inductance Code Tolerance Code
Please refer to the
Table

Terminal Option Packaging Code

 AISC - 0603HC -  -  -  - 

PARAMETERS 
ABRACON P/N: AISC-0603HC Series 

Operating temperature: -40°C to + 125°C 

Storage temperature: -40°C to + 85°C, 70% RH max. 

*Please see the table above 
  for available tolerance.






