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OUTLINE DRAWING:

Recommended
Landing Pattern

Dimensions: Inches (mm)

C D E F
0.177  max  0.06 3 0.18 9 0.09
(4.5 max.) (1.60 ) (4.80 ) (2.20)

BA#traP
ASPI-0704S-xxx 0.287±0.008

(7.3±0.2)
0.287±0.008

(7.3±0.2)
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Packaging 
T: Tape and Reel 

(1kpcs / reel) 

Inductance Code 
Please refer to the 
table above 

PART NUMBER IDENTIFICATION:
(Left Blank if Standard)
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REFLOW PROFILE:
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TAPE AND REEL:

ATTENTION: Abracon Corporation’s products are COTS – Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, 
Automotive Applications.  Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application 
requiring high reliability where component failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme 
operating environment, written consent and authorization from Abracon Corporation is required. Please contact Abracon Corporation for more information.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

T= tape and reel 
(1,000pcs/reel) 

Dimension: mm 


