
SHIELDED, LOW PROFILE WIREWOUND POWER INDUCTOR
ASPI-2D

STANDARD SPECIFICATIONS:

APPLICATIONS:FEATURES:

Pb RoHS
Compliant

30332 Esperanza, Rancho Santa Margarita, California 92688
tel 949-546-8000 | fax 949-546-8001 | www.abracon.com

Revised: 08.10.10Visit www.abracon.com for Terms & Conditions of Sale

• Magnetic shielded for low radiation 
• Low profile, compact size 
• Large Terminal surface for good PCB bonding 
• Low DCR, suitable for large currents
• Ideal for a variety of DC-DC converter inductor applications 

• Desktop, notebook, servers
• Network hubs, bridges, routers
• Partable communication equipment
• OA equipment
• LCD, DVD, modem, set-top box

Battery charger
DC/DC converters

•
•

PARAMETERS
ABRACON P/N: 
Operating temperature:
Storage temperature:

ASPI-2DXX Series
-30ºC to +100ºC
Under 25ºC; Humidity<75% RH

Test Frequency: 100kHz, 1Vrms

 

ASPI-2D09- L
(µH) Tolerance RDC max 

(Ω)
Rated Current  

(A) 
Irms typ. 

(A) 
1R2 1.2 N 0.0975 0.8 1.24 
1R5 1.5 N 0.11 0.73 1.15 
1R8 1.8 N 0.1313 0.65 1.06 
2R2 2.2 N 0.1438 0.6 1.05 
2R7 2.7 N 0.15 0.53 0.98 
3R3 3.3 N 0.1938 0.47 0.84 
3R9 3.9 N 0.225 0.45 0.72 
4R7 4.7 M, N 0.2875 0.41 0.64 
5R6 5.6 N 0.325 0.37 0.59 
6R8 6.8 N 0.425 0.33 0.53 
8R2 8.2 N 0.475 0.3 0.46 
100 10 M, N 0.5375 0.28 0.42 

ASPI-2D11- L
(µH) Tolerance RDC max 

(Ω)
Rated Current  

(A) 
Irms typ. 

(A) 
1R5 1.5 N 0.068 0.9 1.48 
2R2 2.2 N 0.098 0.78 1.27 
3R3 3.3 N 0.123 0.6 1.02 
4R7 4.7 M, N 0.17 0.5 0.88 
6R8 6.8 N 0.26 0.44 0.8 
100 10 M, N 0.4 0.35 0.65 

 

ABRACON IS 

CERTIFIED 

ABRACON IS 
ISO9001:2008 

CERTIFIED 

3.2 x 3.2mm








