


Pb RoHS 
Compliant 

OUTLINE DRAWING:

TAPE & REEL: 

 SMD SHIELDED POWER INDUCTOR

Dimensions:
mm 

ASPI - 0315S 3.8 x 3.8 x 1.8mm

ASPI-0315S

Dimensions: mm

A B C(Max .) D(Re f.) E(Ref.) F(Ref.) 
3.8±0.3 3.8±0.3 1.8 1.6 1.2 4.5 

Mark

t1

Tpea k

Produ ct

3 /sec (max)

50s ～ 150 s
120 ～180

90 sec

10～30 sec

Tempe ra ture  rise  
grad ien t

255  ~ 260  °C
Time 25  to pea k 

Tempera ture
6 minutes max.

Tsoa k

Item

Hea ting  time
Hea ting  tempe ra ture

Time over 217 °C

Pea k tempe ra ture

Time within 5  of 
actua l pea k tempera ture

t3

A0 B0 K0 F E
4.3 ± 0.1 4.2 ± 0.1 2.0 ± 0.1 5.5 ± 0.1 1.75  ± 0.1 

W P P0 P2 T
12 ± 0.3 8.0 ± 0.1 4.0 ± 0.1 2.0 ± 0.1 0.35  ± 0.05  

A B C D
12.5 ± 0.5 100  ± 0.5 13 .2 ± 0.3 330  ± 1.0 

REFLOW PROFILE:

ATTENTION: Abracon Corporation’s products are COTS – Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automo -
tive Applications.  Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application requir -
ing high reliability where component failure could result in loss of life and/or property.  For applications requiring high reliability and/or presenting an extreme 
operating environment, written consent and authorization from Abracon Corporation is required. Please contact Abracon Corporation for more information.

Tape and reel 2,000pcs/reel
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