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ASVTX-H08

VOLTAGE CONTROLLED CRYSTAL OSCILLATOR

OPTIONS & PART IDENTIFICATION:

7.0 x 5.0 x 2.5mm

ABRACON IS
ISO 9001 / QS 9000

CERTIFIED

ABRACON IS
ISO 9001 / QS 9000

CERTIFIED
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VOLTAGE CONTROLLED TEMPERATURE 
                   COMPENSATED SMD CRYSTAL OSCILLATOR

Pb RoHS
Compliant

Supply
Voltage (Vdd)

A 2.8V±10% Blank Bulk
Blank*  3.0V±10%

B 3.3V±10%
C 5.0V±10%

*3.0V±5% : Standard

Table 3: Frequency Stability vs Operating Temp.
±0.5ppm ±1ppm ±1.5ppm ±2ppm ±2.5ppm ±3ppm

0°C-50°C D5 D10 D15 D20 D25 D30
-10°C  to 60°C ----- E10 E15 E20 E25 E30
-20°C  to 70°C ----- F10 F15 F20 F25 F30
-30°C to +75°C ----- G10 G15 G20 STD G30
-40°C  to 85°C ----- H10 H15 H20 H25 H30

   ASVTX - H08 -  - Frequency -  - 

Packaging

T Tape and Reel

(Left blank if standard)



OUTLINE DIMENSIONS:
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ASVTX-H08

VOLTAGE CONTROLLED CRYSTAL OSCILLATOR

7.0 x 5.0 x 2.5mm

ABRACON IS
ISO 9001 / QS 9000

CERTIFIED
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ISO 9001 / QS 9000

CERTIFIED
30332 Esperanza, Rancho Santa Margarita, California 92688
tel 949-546-8000 | fax 949-546-8001 | www.abracon.com

Revised: 04.30.09Visit www.abracon.com for Terms & Conditions of Sale

VOLTAGE CONTROLLED TEMPERATURE 
                   COMPENSATED SMD CRYSTAL OSCILLATOR

Pb RoHS
Compliant

PIN
1
2
3
4

Note: 0.01 uF decoupling capacitor 
built-in between PIN2 and 4.

Dimension : Inches (mm)

Output

FUNCTION

Vdd

Vc
GND

   T= tape and reel (1,000pcs/reel)TAPE & REEL: 


